PU HUA INTERNATIONAL PTE LTD

P&H Eco Paint Technical Data Sheet

1. Product Overview

P&H Eco Paint is a premium-grade interior eco-friendly paint, specially formulated with
enhanced anti-mold and moisture-resistant properties for Singapore’s humid climate. It has a
matte finish, is virtually odorless, non-toxic, and safe for immediate occupancy after application.

2. Product Type & Applications
Type: Water-based Interior Emulsion Paint

Color: Refer to color card

Finish: Matte

Recommended Use:

- Suitable for all types of interior cement, plastered walls, brick walls, and fiberboard surfaces

- Especially ideal for hospitals, schools, offices, and residential interior walls

3. Product Features
- Air purification - Formaldehyde neutralizing & odour removal

- Zero formaldehyde & near-zero VOC

- Ultra-low odor - virtually odorless during and after application
- Excellent adhesion

- Anti-mold and antibacterial

- Washable with damp cloth

- High coverage and good hiding power

- Non-toxic - free from lead, mercury, and heavy metals

- Certified by Singapore Green Building Product standards

4. Product Information
Type: Packaging Sizes: 1L / 5L / 18L

5. Application Guidelines
Application Methods: Roller, brush, or spray
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Theoretical Coverage:

Approximately 10-12 m? per liter per coat (dry film thickness of 35 microns). Actual coverage
may vary depending on substrate conditions.

Dilution:

No dilution required. Best results when used undiluted.

Surface Preparation:

Ensure surface is clean, dry, and stable by following these steps:

1. Moisture: Substrate should be free from water; moisture content should be below 5%.
2. Contaminants: Remove dust and debris using a damp cloth.

3. Unstable Substances: Remove peeling paint, dust, or loose coatings.

4. Mould: Treat affected areas with anti-mould solution and leave for at least 2 hours.

5. Cracks: Fill minor cracks using waterproof putty or filler.

6. Drying Time
- Touch Dry: 30 minutes (at 30°C)

- Fully Dry: 2 hours

- Recoating Interval: Minimum 2 hours

7. Recommended Coating System
- 1st Coat: PH water -based Anti-Mold Super Sealer

- 2nd & 3rd Coats: PH Eco Paint Top Coat (2 coats)

8. Cleaning & Storage

- Tool Cleaning: Rinse tools with clean water immediately after use

- The paint is washable. Use a damp cloth to gently wipe the surface.Avoid harsh chemicals and
abrasive scrubbing .

- Storage: Keep sealed in a cool, dry place.

- Shelf Life: 24 months

9. Precautions Before Use
1. Wear appropriate personal protective equipment.

2. Avoid direct contact with sensitive skin.
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3. Ensure adequate ventilation during and after application.
4. Keep out of reach of children.

5. Do not store near food or allow contact with food.

6. Keep container tightly sealed.

7. Do not dispose into drains or water sources

8. Do not reuse container.

10. Disclaimer

The information provided is based on product performance under specific test conditions. P&H
does not take responsibility for any variance during actual use. Specifications are subject to
change without prior notice.
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