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The water-based sealer is a coating with high-performance zero-VOC emulsion as the main film- 
forming substance and is a water-based inorganic interior wall coating applied to interior walls. Low 
odor, zero VOC, zero formaldehyde, healthy and environmentally friendly, sealed, and anti-alkali, high 
water resistance. 

 

The product has closed alkali resistance, super hiding power, smooth and delicate coating film, high 
whiteness, and good hand feeling. 

o Sealing effect: 
Penetrate into the internal structure of the substance, block the capillary pores in the substrate, 
reduce the number of open pores in the substrate, increase the number of closed pores, effectively 
prevent water vapor penetration, and enhance the mildew resistance substance. 

o Anti-alkali effect:  
Anti-alkali isolation, which can effectively isolate the alkali content of the base layer, prevent the 
seepage of alkali content from damaging the top coating, and ensure the top coating effect. Alkali 
resistance is very good, the paint film soaked in high alkali solution for 7 days without abnormalities, 
no blistering, cracks, peeling. 

o Reinforce the base:  
Reinforce the loose and weak base, strengthen the base, and effectively protect the wall. 

 
o Water resistance:  

The water resistance is very good, the paint film is soaked in water for 7 days without abnormalities, no 
blistering, cracks, peeling, suitable for humid climate areas. 

 
o High hiding power and scrub resistance:  

High hiding power, contrast ratio ≥ 0.95. 
 
o Washing resistance is more than 6000 times. 
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 Main ingredients: emulsion, rutile titanium dioxide, diatomaceous earth ,calcium carbonate, mica powder, talc 
powder, water  

 PH value: 8-8.5 
 Solid content: about 53% 
 Theoretical spreading rate:  9-13 square meters / liter / pass 
 Drying time: 45 minutes to touch dry (25°C, 50% relative humidity) 

 
 
 

Construction conditions: 
• The moisture content of the base surface is less than 10% 
o The temperature cannot be lower than 5°C, and the relative humidity cannot be higher than 85%.  
o The base surface must be flat, solid, dry, and clean.  
• The wall surface is smooth without holes and cracks, and the surface loose substances, mold spots, oil 

stains, rust spots and other impurities are removed. 
• The paint should be stirred evenly before construction, and it is strictly forbidden to mix it with other 

paints. Necessary protection measures should be taken for items that may be contaminated before 
construction, and the paint should not be too thick and piled up in one pass. 
 

   

   (Generally, without diluting with water), recoat for more than 6 hours (subject to dryness).  
Roller coating, brush coating, spray coating and airless spraying are all available. 
• Clean the construction tools with clean water immediately after use. 
• Packaging Packed in 1L/5L/20L plastic drums. 

 
 
 
 
• The effective storage period in a sealed state is 1 year from the date of packaging. 
• The product should be stored in an airtight container to avoid freezing and high temperature. 
• The recommended normal storage temperature is 10-35°C. 
• Health and Safety Instructions Please refer to this Product Safety Data Sheet (MSDS). 
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Remarks: The product performance and application data listed above are obtained under specific 
experimental conditions, but the actual use environment of the product is complex and diverse, and 
the company reserves the right to revise the specification without prior notice. 
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