
PH SEALER 
  Safety Data Sheet (SDS) 

Section 1: Identification of the Substance and Company  

Product Name: PH Sealer

Recommended Use and Restrictions: Interior Wall Coating 

Company Name: Puhua International Pte Ltd  

Address: 115A Commonwealth Drive #01-13/14 Singapore 149596 

Company Emergency Telephone Number: +65 6264 5585 Effective 

Date: December 8, 2022 

Emergency Contact Number: +65 96160618 

Registration Number: 199604096K 

Section 2: Hazard Identification 

Hazard Classification: Not classified as a hazardous chemical. 

Routes of Exposure: Ingestion, skin absorption. 

Health Hazards: Not classified as hazardous. 

Environmental Hazards: Refer to Section 12. 

Fire and Explosion Hazards: None. 

Chemical Listing Classification: None. 

GHS Hazard Categories: 

• Acute Toxicity (Oral): Category 5

• Acute Toxicity (Dermal): Category 5

• Acute Toxicity (Inhalation: Gas, Vapor, Dust, Mist): Category 5

• Serious Eye Damage/Eye Irritation: Category 2

Pictogram: 



Signal Word: Warning 

Hazard Statements: 

• May be harmful if swallowed.

• May be harmful in contact with skin.

• May be harmful if inhaled.

• Causes serious eye irritation.

Precautionary Statements: 

Prevention: 

• Wash thoroughly after handling.

• Wear protective gloves, protective clothing, eye protection, and face protection.

Response: 

• If Inhaled: If feeling unwell, call a poison center or doctor.

• If in Eyes: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy
to do. Continue rinsing. 

• If Eye Irritation Persists: Get medical advice or attention.

Storage: 

• Avoid direct sunlight.

• Store in a well-ventilated place. Keep containers tightly sealed.

• Keep away from strong acids, strong bases, strong oxidizers, food, and animal feed.

Disposal: 

• Dispose of contents and containers in accordance with national and local regulations through qualified
waste disposal companies. 



Section 3: Composition/Information on Ingredients 

Product Type: Mixture 

Chemical Name: Water-Based Sealer 

Main Components Content (%) CAS Number 

Emulsion   0–40    25085-34-1 

Titanium Dioxide (TiO2) 0–25   13463-67-7 

Calcium Carbonate 10–20   471-34-1

Isothiazolinone Biocide 0–0.1   55965-84-9 

Deionized Water    20–30 Proprietary 

Section 4: First Aid Measures 

• General Advice: Seek medical attention if symptoms persist or in case of doubt.

Skin Contact: 

• Remove contaminated clothing. Wash skin thoroughly with soap and water or use a skin cleanser. Do not use
solvents or thinners. Seek medical advice if symptoms persist. 

Eye Contact: 

• eparate eyelids and flush with clean, fresh water for at least 15 minutes. Seek medical advice.

Inhalation: 

• Move to fresh air. Keep patient warm and at rest. If breathing is irregular or stops, administer artificial
respiration. Do not give anything by mouth. If unconscious, place the person in a recovery position and seek medical 
advice. 

Ingestion: 

• Do not induce vomiting. Keep the patient at rest and seek medical advice immediately.

Section 5: Firefighting Measures 

• Hazard Characteristics: None.

• Hazardous Combustion Products: Carbon monoxide, carbon dioxide.

• Extinguishing Media: Recommended: alcohol-resistant foam, carbon dioxide, or dry powder. Water spray may
also be used with caution for electrical fires. 

• Firefighting Precautions: Decomposed materials may harm health. Firefighters must use self-contained
breathing apparatus. Cool closed containers exposed to fire with water. Do not let runoff enter drains. 



Section 6: Accidental Release Measures 

• Emergency Actions: Eliminate sources of ignition and ensure adequate ventilation. Avoid inhalation of vapors.

• Containment: Collect spilled product using non-flammable materials like sand, soil, or
diatomaceous earth. Dispose of according to local regulations (see Section 13). 

Section 7: Handling and Storage 

Handling: 
• Avoid contact with skin and eyes. No smoking, eating, or drinking in work areas.

Storage: 
• Store in a cool, dry, ventilated area. Keep containers sealed tightly.

Section 8: Exposure Controls/Personal Protection 

Substance                  TLV-TWA (mg/m³)      STEL (15 min) (mg/m³) 
Isothiazolinone Biocide 0.076      0.23 

• Respiratory Protection: Use adequate ventilation to maintain vapor concentration below
occupational limits. Use appropriate respirators for spraying operations. 

• Hand Protection: Wear suitable gloves.
• Eye Protection: Wear safety goggles.
• Body Protection: Wear appropriate protective clothing.

Section 9: Physical and Chemical Properties 

• Appearance: Opaque liquid
• pH: 8.0–8.5
• Relative Density: 1.375
• Water Solubility: Miscible
• Boiling Point: Not applicable
• Flash Point: Not applicable

Section 10: Stability and Reactivity 

• Stability: Stable under normal conditions.
• Incompatible Materials: Oxidizing agents, strong acids, or bases.
• Decomposition Products: Carbon monoxide, carbon dioxide, nitrogen oxides.



Section 11: Toxicological Information 

• Acute Toxicity: No data available.
• Skin/Eye Irritation: Mild.
• Carcinogenicity/Reproductive Toxicity: No data available.

Section 12: Ecological Information 

• Environmental Hazards: Avoid release into drains or waterways.
• Toxicity: Isothiazolinone biocide is toxic to aquatic life.

Section 13: Disposal Considerations 

• Waste Disposal Methods: Dispose of waste and packaging in accordance with local
regulations. 

Section 14: Transport Information 

• UN Number: None.
• Transport Classification: Non-hazardous.
• Packaging: Metal cans or plastic drums.

Section 15: Regulatory Information 

• Complies with relevant national and local regulations, including chemical safety
management and waste disposal laws. 

Section 16: Other Information 

For products within the same series, although the composition ratios of different models vary, their 
primary components remain unchanged and are covered under the same Safety Data Sheet (SDS).



Remarks: The product performance and application data listed above are obtained under specific 
experimental conditions, but the actual use environment of the product is complex and diverse, and 
the company reserves the right to revise the specification without prior notice. 

Pu Hua International Pte Ltd 
115A Commonwealth Drive #01-13 / 14 Singapore 149596 
Tel:62645585 
Email: 
enquiry@puhuasg.com 
Website: www.puhua.sg 
Co Reg No: 199604096K 
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